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SPR TEAM Radio
- 1km - 1.5km operating range

- Lightweight and encrypted

- Budget friendly team radio

- Transmits voice and data

- Optional wireless remote PTT

- Works with TEA single ear headsets

SSR TEAM Radio
- Over a 2km operating range

- Supports dual com abilities

- Optional GPS for *Team Awareness

- Transmits voice and data

- Extended Range Antenna Option

- Optional dual wireless remote PTT

Radio Identity:                  H-176-48855-01   
Size:                                4.1" x 3.3" x 1.2"   
Weight:                  10.5 oz   
Operating Frequency:      2.4 Ghz   
Range rural/urban:           Typically 1km - 1.5km   
Peak output power:          50-100mw   
Number of channels:        256/16 groups   
Antenna connector:          5MA jack (female)   
Encryption:                   AES 128 bit encryption   
Power options:                   2x AA batteries   
Environmental:                   MIL-STD-810F   
EMC:                                 MIL-STD-461

Radio Identity:                  H-176-48855-01   
Size:                                4.1" x 3.3" x 1.2"   

Technical Specifications

TEAM Radio Single Ear Headsets
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Radio Identity:                  H-111-4876-01 
Size:                                6.1" x 3.3" x 1.2"   
Weight:                  14.6 oz   
Operating Frequency:      350MHz to 400 MHz  
Range rural/urban:           Over 2km  
Peak output power:          2 Watts  
Number of channels:       256/16 groups   
Antenna connector:         5MA jack (female)   
Encryption:                  AES 256 bit encryption   
Power options:                  6x AA batteries   
Environmental:                  MIL-STD-810F   
EMC:                                MIL-STD-461E
GPS Network:                  32 members/tiered config 

Radio Identity:                  H-111-4876-01 
Size:                                6.1" x 3.3" x 1.2"   

Technical Specifications

*Team Awareness: The positional update is dependant on 
  the number of net members: 2 seconds with 8 net members, 
  4 seconds with 16 net members and 8 seconds with 32 net 
  members.
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